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Did you mean: preboot execution with DHCP 

Pre-execution environment compliant dynamic host configuration protocol relay agent 

US Pat. 7024484 - Filed Mar 27, 2002 - Intel Corporation 

45 If the client tried to initiate communications with the DHCP server 14, pre-boot 

execution could not occur because the DHCP server 14 does not have ... 



Secure switchin g for downloadin g network boots 

US Pat. 7130995 - Filed Sep 30, 2003 - International Business Machines Corporation 
... a presence of an unauthorized DHCP server on the network of DHCP servers. ... 
and a list of Pre-boot execution Environment (PXE) Boot Servers that can ... 



Secure switchin g for downloading network boots 

US Pat. 7120787 - Filed Oct 31, 2003 - International Business Machinces Corporation 
One or more of the DHCP servers in network 108 respond back to server blade ... 
Dynamic Host Configuration Protocol (DHCP) servers and Pre-boot Execution ... 

Method and system for restricting DHCP servers 

US Pat. 7117349 - Filed Sep 30, 2003 - International Business Machines Corporation 
... manages various types of Pre-boot execution Environment (PXE) deployment servers, 
... server is a Dynamic Host Configuration Protocol (DHCP) server. 9. ... 

Client server method for loading a client with a specific image or utility based on the client's ... 
US Pat. 6601096 - Filed Jan 4, 2000 - International Business Machines Corporation 
In networks that use the DHCP protocol, client systems request IP addresses ... 
and consistent pre-boot operating environment within the booting client, ... 

Method and system for rapid repurposing of machines in a clustered, scale-out environment 

US Pat. 7082527 - Filed Jun 1 1 , 2003 - Intel Corporation 

20 In a process block 515, while machine B2 is still executing in the pre-boot 

runtime, machine B2 broadcasts a DHCP request for an IP address to boot ... 

Automatic allocation of least loaded boot server to PXE client on a network VIA DHCP server 
US Pat. 6871210 - Filed Sep 5, 2000 - International Business Machines Corporation 
15 Basic functionality of the DHCP/PXE proxy server is explained in FIG. ... 
environment with two Pre Boot Execution Environment (PXE) clients and two boot ... 

iSCSI computer boot system and method 

US Pat. 7127602 - Filed Feb 21, 2003 - Cisco Technology, Inc. 

... PXE (Pre-boot execution Environment) to request boot information from a DHCP 

... DHCP server returns the boot information to the computerized networked ... 

Method and system for restricting PXE servers 

US Pat. 71 14068 - Filed Oct 31 , 2003 - International Business Machines Corporation 
10/ entitled "Method and System for Restricting DHCP Servers" and filed Sep. ... 
Server blade 203 communicates to a network 106 via a Pre-boot execution ... 
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Method and system for restricting PXE servers 

US Pat. 7114065 - Filed Sep 30, 2003 - International Business Machines Corporation 
Each of the server blades 103 may utilize a network boot protocol known as Pre-boot 
execution Environment (PXE). PXE allows server blade 103 to request a ... 
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